SHIVA AMVAJ SUPER PHOTO SWITCH
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MODEL : SPB - 2M
CODE:11B1
WEIGHT : 140 gr
(72 x86 x60) mm
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FEATURES

@ System luminance control at sunrise and sunset
@ Contactor protection when voltage increases and decreases
® 3 indicators to announce — AC: grid's electricity
EREL: receiving light and relay connection
FAULT: voltage increase and decrease
@ Key—TEST : turning lights on permanently in order to examine
AUTO : turning lights on and off automatically
@ Ability to adjust luminance intensity(LUX)

@ Immunity of luminance grid based on installing eye at high altitude

Technical Specifications

m Supply voltage : 155-255VAC/50-60Hz

@ Disconnection for _ Increasing voltage :250V

Decreasing voltage : 160V
@ Luminance intensity: 2-50LUX
@ Installation — Device : in a covered place (INDOOR)
[Eye 1 in fresh air(OUTDOOR)

m Efficiency at _ Temperature : -20°C .. +65°C
Humidity : 70%

@ Output : 5Arelay

Installation Instruction

This device is designed multi-purpose in order to install the device eye on
top of the pylon, on lamp base, panel, wall and other surfaces. Simply and
quickly you are able to use the device according to next page images.

The super photo switch eye is able to be installed on screws up to 16mm
diameter.

The position of eye installed must be upper than lamp surface and totally
far from shining of nearby lamps otherwise it causes disturbance in super
photo switch operation.

Use 2X1 cable or 1 number more In order to communicate between eye
and device. So it never causes miscommunication through wind, storm
and other natural and artificial events.

The cable color must be chosen black to prevent ultraviolet ray from
destruction impact on it and remains safe and sound for years.

Install on wall using special
washer, screw and dowel
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special washer

Installation vision on wall
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Note: position special washer in
a proper direction considering
installation condition.

Installation on pylon

To connect output cable of eye, separate its cover first, bare it in short
and long format with considering a gap (following image) and connect it
tointerface cable.

Note that connection must be done safely. Paste a separate black tape
on each cable and finally on both. Do this section carefully in order not
to waste your time during work .Then lead the cable to the panel with
cable ties.

Note : eye wires have no special direction for installation.

@ Baring method for eye cable Eye and its output cable installation

(short and long) using cable tie



Main device installation

Install Super photo switch device inside panel or other covered places
on rails. If panel or installation locations have no rails use the rail
embedded in package and to install on wall use screw and dowel in the
box. (for installing on panel use the shiva amvaj frame panel).

After putting device on rail, connect the wires based on image.

Super Photo Switch eye's wires entrance
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After connecting entrance eye's wires and other device wires,
connect it to electricity. Green indicator on device gets turned on
immediately. This indicator is ON up until power is connected during
day and night. Device is ready to use after green indicator gets ON.
Contactor must be connected upon Putting status key to TEST mode.
Then putitto AUTO position.

Contactor gets disconnected and device is ready to receive light data
by its eye.

Put special black cover on device's eye in order to test, immediately
yellow indicator is turned ON and contactor gets connected after 30

minutes. By removing black cover disconnection command is sent

after 30 minutes. Before relay connection if light shines on cell, yellow

indicator gets off quickly.

Note 1 : device test after eye installation is possible. But in this section
itis not necessary to install eye at altitude.

Note 2 : by using test key you are provided to turn on lamps in
particular days and to test lamps at different times for a whole day.
After testing put status key to AUTO position.

If device confronts voltage perturbations, contactor disconnects and
red indicator gets ON. When electricity grid normalizes, connection

command will be sent by device again.

Adjustment screw on device is set to normal mode of 12LUX and
dosn't need to change it because super photo switch eye must be
installed at high altitude. But if you need to change it, you can set it
from 2 to 50LUX by a screwdriver embedded in the box to alter
lighting time.

2LUX and 50LUX are latest and closest time to be turned on
respectively.

Note: we ask electric panels designers and manufacturers that
except luminance panels installed on lamp base or at other proper
altitude, the eye shouldn't be installed on panel for other items .
Proper location and altitude will be considered minimum 4 meters

from the ground level to have the best light receipt.

Equipment inside the box

1-super photo switch........................ 1 device

2-photo switcheye...............ccoevieee 1 device

3-special washer...........c.co.cooiinn. 1

4-screw and bolt..................co 1 for each of them
5-screw and dowel................coceee 3 for each of them
6-special screw driver....................... 1

7-special black cover to test.............. A

8-bolt14. ... 1
9-plasticwasher.............c.cocovvinnnnn. 1

10-rail ... 1

11-brochure and guarantee................. 1 sheet

Year Guarantee

Respecting the customer is our duty

3 year no question asked guarantee under these conditions;
1-at most it should be within 3 years from the date printed on the label of the product

2-the label on the product should be safe and sound

Shiva Amvaj products in accordance with international standards
and with a 3 year no question asked guarantee are presented

( 1SO 9001-2008 N
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\__ www.shivaamvajcom )

customer support: (+98)3132678232 , 3132661337 , 3132669960-1
fax: (+98)3132658332
Email: info@shivaamvaj.com

Shiva Amvaj Company is also presenting services in cyberspace

Shiva Amvaj number: 00989134034351




