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SHIVA AMVAJ RESTART TIMER

RESTART TIMER
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Shiva Amvaj products in accordance with international standards 

and with a 3 year no question asked guarantee are presented 

customer support: (+98)3135723690-1 

sale :(+98)3135723444-5 fax: (+98)3132658332

Email: info@shivaamvaj.com

Shiva Amvaj Company is also presenting services in cyberspace

Shiva Amvaj number: 00989134034351

Respecting the customer is our duty

3 year no question asked guarantee under these conditions;

1-at most it should be within 3 years from the date printed on the label of the product 

2-the label on the product should be safe and sound

Device Introduction

Shiva amvaj  restart timer is a safe device for 

protection and safety when electricity        

re-connects.

Output relay gets connected for 1 second 

upon connecting input power with an 

adjustable delay time from 5 seconds to 5 

minutes. Open contact of this relay will be 

placed in the route of main contactor 

command (distribution) which has a self-

holding circuit.

Installation Instructions

Features

An alarm with a special sound before relay connection

2 indicators to announce     AC : grid's electricity

                                            REL : relay connection

Activating and deactivating device by ON/OFF key

Having a time-setting screw

No change in adjusted time through impacts of panel's contactor

Technical Specifications

Supply voltage : 180-250 VAC / 50-60Hz

Connection delay time : 5-300 sec

Relay connection time : 1 sec

Efficiency at    Temperature :  -20ºC .. +65ºC

                        Humidity : 70%

Output : 5A relay

W
W

W
.S

H
IV

A
A

M
V

A
J.

C
O

M

Installation Instruction

First install restart timer on the rail inside panel. Use the rail 

embedded in the package if installation location has no rail.

 Wire device based on schematic. Adjust your desired time from 5 

to 300 seconds by a screw driver mounted in the package and put 

the key to ON status, then connect the power (adjusting by a 

screw driver makes others not to alter your setting easily). Special 

alarm mounted in timer starts warning immediately after 

connecting power and makes others aware.

After passing adjusted time, alarm stops and relay is become 

actuated for 1second and then is disconnected. After this time 

contactor remains connected by a self-holding contact. IP 30

(72x86x60) mm

CODE : 14B5

 MODEL : RTB-300S

WEIGHT : 145 gr
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SCAN QR TO VIEW 
THE PRODUCT
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